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GENERAL NOTES | TS e——
_ CthCh St 1. VIDEOQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA
SIGNAL SHOP AT (4103 787-7650.
2. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE
CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEQ DETECTION EQUIPMENT.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

 CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CAEBLE
SO THAT SHA FORCES CAN MAKE THE FINAL CONNECTIONS.
ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PRUPERTY
OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS
DISCONNECT AND REMOVE LOGCP DETECTGOR AND ALL UNUSED
CABLES FROM CONDUITS. HANDHOLES. SIGNAL STRUCTURES AND CONTROLLER.
ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE _
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS AND HIGHEST
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| CONSTRUCTION DETAILS
USE EXISTING HANDHOLE. |
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A. ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TGO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
B. USE EXISTING CONDUIT. THE CUNTRACTORFSHAhL VERIFYEgLTiMATE GRADES PRIOR TQ THE
o INSTALLATION OF ALL SIGNAL EQUIPMENT.
C. USE EXISTING MAST ARM AND INSTALL VIDEO DETECTIDN CAMERA MOUNTED " ON- MAST ARM. THE 'CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES ‘PRIOCR
| TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
D. USE EXISTING MAST ARM POLE. CONFLICTS SHOEE% ARISE THE CONTRACTOR SHALL CONTACT THE
S PROJECT ENGINEER.
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